
DOP

EN 14041:2004/AC:2006

Declared performance
Essential characteristics Performance

Reaction to fire R
Content of Pentachlorophenol <
Formaldehyd Emissions c
Slip resistance Z
Electrical behavior (dissipative) NPD

Electrical behavior (conductive) NPD

Electrical behavior (antistatic) L
Thermal conductivity [W/mK] NPD

Water-tightness NPD

Geert Hoet, Quality Manager
Signed for and on behalf of the manufacturer by - (name and 

function)

Wielsbeke, Belgium - 28/09/2023
(place and date of issue) (signature)

Notified testing laboratory 'Centexbel (0493)' performed the determination of the product type on the basis of type testing (based 
on sampling carried out by the manufacturer) and issued the test report(s): 23_04189_01/02 and 23_04190_01/02

Unique identification code of the product-type:

Product group ZENN

Name, registered trade name or registered trade mark and contact address of the manufacturer as required pursuant to Article 11(5):

System or systems of assessment and verification of constancy of performance of the construction product as set out in Annex V:

Intended use or uses of the construction product, in accordance with the applicable harmonised technical specification, as foreseen by the manufacturer:

The reference number of the harmonised standard and its date of issue (dated reference):

The identification number of the notified body/ies.

For use as floor covering in buildings (see EN 14041) according to the manufacturer's specifications.

BerryAlloc NV, Industrielaan 100, B-8930 Menen, Belgium

The performance of the product-type identified above is in conformity with the set of declared performance/s. This declaration
of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole responsibility
of the manufacturer identified above.
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